MATERIAL SAFETY DATA SHEET U.S. DEPARTMENT OF LABOR H.MLS. RATING

May be used to compty with Ccoupational Safely and Health HEALTH 1
QSHA's Hazard Communication Administration FLAMMABILITY: 2
Standard, 29 CFR 19101200, (Non Mandatory Form) REACTIMITY" 1
Standard must be consulted Form Appeoved PERSONAL PRO-
for speclfic requisemants. OM8 No 1218-0072 TECTIVE EQUIF :
ASPHALT ROOFING COMPOUND
IDENTITY (as used on iabel and list) NOTE.  Biank spaces are not permitiad, if any dam 15 not applnal?(e. arne
information s available, the space must be marked to mdicate that.

ALUMINUM ROOF COATING
SECTION!
Manufacturer's Name Emergency Tefephone Number

MONSEY BAKOR §10-033-8888
ADDRESS {Number, Sireet, City, State and Zlp Code) Telephone Number for Information

F O BOX 368 65108338868

COLD STREAM ROAD Date Prepared  Supersedes Shaat# 3

10/288 11688
KIMBERTON, PA 19442 Signature of Preparer {optional)

SECTION Il HAZARDOUS INGREDIENTSADENTITY INFORMATION

Other Limits

Hazardous Components (Specify Chemrueal Identity; Corrmmon OSHA PEL ACGIH TLV S{oplional)
CASE TWA

PETROLEUM DISTILLATE 8052-41-3 100 PPM

ALUMINUM METAL 7429905 10mgas

AEPHALT 8052-424 SmgMe

THERE ARE NO SARA 313 INGREDIENTS IN THIS MATERIAL IN EXCESS OF DEMINIMUS AMOUNTS.

SECTION Ili PRYSICAL/CHEMICAL CHARACTERISTICS

Boiling PL. 310 - O0°F Wei gallon 8.2

Vapor Pressure(mmHg) | 2 @68°F Melting Peint WA Ligud

Vapor Density{Alr=1) Heavier Evaporation Rate (Buty) Acetate=1) Slower

Solubility in Water None

Appearance and Odor Biack fluid, odor characteriste of Petroleurn solvent

SECTION IV _FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Wethod Used): SETA 105° Flammable Limits LLEL 05% UEL 60%

EXTINGUISHING MEDIA:  Foam, CO,, Dry Chemical AVOID WATER, AVOID HALOQENATED EXTINGUISHING MEDIA LIKE

HALON OR CARBON TETRACHLORIDE
UNUSUAL FIRE AND EXPLOSION HAZARDS: Do nol mix of siore with strong oxwdants kke tiquad chiorine or oxygen or water Re-igniion may
occur due 1o tugh localzed heat or 13 heating _To avoid re-ignition, the residual material must be immadiately smathered. Keep
containers hightly closed, Closed corfamers may expide when exposed to exireme heal  Water contaminabion in product may fead to
generation of hydragen gas _ Application to hot surfagas requires special precautions. Duting e% condiions. overexpasure to
decomposition praducis may cause a health rd may not be { medicai attention

ymp apparent

{Reproduce Locally) OSHA 174, Sept. 1985
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STABILITY

Stable X

INCOMPATIRILITY (Matoriais to Avald):  Strong Oxidaris

HAZARDOUS DECOMPOSITION OR BYPRODUCTS: Fumes, Smaoke and Carbon Dioxide  Carbon ir I8 o
HAZARDOUS May Ocour Conditiors: to Avoxd
POLYMERIZATION

Wil not Occur| X
SECTIONVI_HEALTH HAZARD DATA
ROUTE(S) OF ENTRY: Inhaiton?  Yes Eyes?  Yes SKin7?  Yes ingestion? Yes
HEALTH HAZARDS (Acute and Gioni): Ptolonged ot repeated sidn contact can cause imtabon, ing, dermatille  Svalowing
£an cause ga stinal imtation, natsea, vorniting, and diarrhes Asprration of matenal mto the kungs can cause preumondis which
¢an be fatal, ——————
EMERGENCY AND FIRST AlD PROCEDURES: Remove trom vapors § .0 . call @ san. It &t or

ot imeguiar, stant resusciation or sdminiser cxypen, 25 needed. ) il -
IF IN EYES:; Flush with large amounts of waler, ing upper and lower §ds. {onally. Get medical

fF ON SKIN: Remuoved conlaminated clothes, and wash with water fess hand clsaner or soap and water

# INGESYED: Do net induce voimiting, Get medical attention.

IF INMALED: Overexposure to vapors causes eye imitation, blutved wision, df h avan l

SECTION Vil—-PRECAUTIONS FOR SAFE HANDLING AND USE

STEPS TO DE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Remove sources uroes of ignition. Keep people away. Recover tree

houd  Add mhent (sand, earth, sawdust, elc ) to spdl area. Avosd iwesthing vapars. Ventilate confined spaces. Open all windows and doors,
ggmmofmn:mmhmoml_rtmormmmnmm.

WASTE DISPOSAL METHQD:  Assure with Sposal !

Y \ax ()

PREGAuno«sranrummwmmswa.gmmmmmmm Do riot hamfle or siore near heat,
sparks, fame, of strong oxid

OTHER PRECAUTIONS: Avold b . Avoid ar contact with gkin. Rernmove contammaled clothing and launder
before reuse  Remove contaminated shows and tioroughly dry bafore musa \Aleh skin thovoughly with scap and waler after contact,

SECTION Vil _CONTROL MEASURES

Fﬁmﬁhrﬂ Use hydrocarton vapcs CANSUEr of sup Al respiratory p i Confined ar enclosed
Lomu—s?‘mﬁﬁ Velacly €0 fpm

VENTILATION SPECIAL Use only with adequate ventiation
MECHANICAL (General):
OTHER.

PROTECTIVE GLOVES: Use cheftcal-resistant gioves it needed to avoid repeated or frolenged siin contact
EYE PROTECTION: Uummmmmﬁmnmwmazwwr
OYHER PROTECTIVE CLOTHING OR EQUIFMENT \Use chemical-resist@ant apmn of athe! tlathing to avoid repealed of ed skin contact

WORK HYQIENIC PRACTICES: Use good hygrene whe using all chemicai products
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PRECAUTIONS TQ S8E TAKEN IN HANDLING AND STORING: Storing away from sources of ignition Avoxd heat

OTHER PRECAUTIONS: _Clooe akr intakes on roof turing appiication.

SECTION X—-TRANSPORTATION DATA

8Y GROUND: DOT: Regu SHIPPING NAME: C: Liquid, 0.9.3., ins mineral spirks).
HAZARD CLASS: _Combustibie Uiquky LABEL REQUIRED; Nane
LMC.O: NA NO.: 1933 CLASS: 3.3

BY WATER: SHIPPING NAME: Fi Ligud N.O.S. mineral spiits).
HAZARD CLASS: Flammable Liguid LABEL REQUIRED; Flammeible Liguid
UNNO:_1993 PACKAGING GROUP: il CLASS: 33

US POSTAL SERVICE: Maltabitiry: Hosre
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